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APPLY EXPRESS MASK AND PAINT BEFORE GLUING
POUZIT EXPRESS MASK NABARVIT PRED SLEPENIM

SYMETRICAL ASSEMBLY
SYMETRICKA MONTAZ

REMOVE

BEND
ODSTRANIT B NoUT
GRIND
OBROUSIT OPTION

ORIGINAL KIT PARTS
PUVODNI DILY STAVEBNICE

VOLBA COLORED 3D DECAL PARTS
DRILL HOLE BAREVNE 3D OBTISKY
VRTAT OTVOR . REPLACE

3D DECAL PARTS LEPTANE DILY

3D OBTISKY

PARTS TO BE REMOVED
DILY K ODSTRANEN

FILL
TMELIT

COLORED ETCHED PARTS
LEPTANE BAREVNE DILY

ETCHED,PARTS
LEPTANE NEBAREVNE DILY

NAHRADIT . PHOTO-ETCHED PARTS

e L

ORIGINAL KIT PARTS
PUVODNI DILY STAVEBNICE

3DL 32002

LEFT1 DH 82 Tger Moth

48| ° ilm

3D decals

-Soak the decal in the warm water for couple of seconds and after its
separation from the backing paper position it on the model.

-To increase decal's adherence use the white glue, Mr. Mark Setter or
apply to the glossy surface.

-Leaving decal in the water for too long can cause its swelling
and distortion.
tvyeez‘grs
PE parts pinze 4
-Use cyanoacrylate glue to attach. //
e

3D decals
-Vlozte na nékolik vtefin do teplé vody a po oddéleni
od podkladového papiru naneste na model.

-Pro zvysSeni pfilnavosti Ize pouzit disperzni lepidlo, Mr. Mark Setter
¢i obtisk nanaset na leskly povrch.

-PFili§ dlouhé vystaveni 3D obtisku vodé muze zpusobit jeho nabobtnani.

PE parts
-K lepeni pouzijte kyanoakrylatové lepidio.
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front instrument panel rear instrument panel
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plastic \ plastic
04,0 x 2,5 mm E ' )

24,0 x 2,5 mm
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